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No. Name Quantity

1 Screwdriver ISO 2380-2 - C - 0.4 × 2.5 (slotted screwdriver), insulated according to DIN EN 
60900 (VDE 0682-201) 1

2 Screwdriver ISO 2380-2 - C - 0.8 × 4 (slotted screwdriver) 1
3 Screwdriver ISO 2380-2 - D - 1.2 × 6.5 H (slotted screwdriver with hexagon) 1
4 Screwdriver ISO 2380-2 - D - 1.2 × 8 H (slotted screwdriver with hexagon) 1
5 Screwdriver DIN ISO 8764-2 - B - PH 1 (Phillips screwdriver) 1
6 Screwdriver DIN ISO 8764-2 - B - PH 2 (Phillips screwdriver) 1
7 Screwdriver DIN ISO 8764-2 - B - PH 3 (Phillips screwdriver) 1
8 Screwdriver DIN 5200 - A 1 × 5.5 (offset screwdriver for slotted screws) 1
9 Screwdriver DIN 5208 - PH - 1 × 2 (offset screwdriver for Phillips screws) 1

10
Set of long pin wrenches with spherical head for hexagon socket screws
according to DIN ISO 2936 with the wrench sizes: 1.5 mm, 2 mm, 2.5 mm, 3 mm, 4 mm, 5 
mm, 6 mm, 8 mm, 10 mm

1

11 Set of long pin wrenches with spherical head for screws with hexalobular socket No. 10 to No 
45 according to DIN EN ISO 10664 1

12
Set of combination wrenches to DIN 3113, form A (angled ring side)
with the wrench sizes: 8 mm, 10 mm, 11 mm, 12 mm, 13 mm, 14 mm, 15 mm, 16 mm, 17 mm, 
18 mm, 19 mm, 21 mm, 22 mm, 24 mm, 27 mm, 30 mm, 32 mm

1

13 Adjustable open-end wrench, adjustment range 0 to min. 23 mm, length approx. 200 mm 1

14

Box with standard socket wrench set of nominal size 10 according to DIN 3120 (⅜ inch) with 
sockets with square drive for hexagon head screws in the following wrench sizes width across 
flats 8 mm, 10 mm, 12 mm, 13 mm, 14 mm, 15 mm, 17 mm, 19 mm, 21 mm, 22 mm, 24 mm 
to DIN 3124, a reversible ratchet to DIN 3122, a short extension according to DIN 3123, a long 
extension according to DIN 3123, one universal joint to DIN 3123

1

15 Standard construction key for profile cylinder cut-out PZ, with conical square spindle 6 mm to 
10 mm, with 3 mm hexagon and three inner squares 6 mm, 7 mm, 8 mm 1

16 Standard switch cabinet key 1
17 Hammer DIN 1041 - 500 S (locksmith's hammer) 1
18 Pin punch DIN 6450 - 4, shape optional 1
19 Assembly pliers to DIN ISO 9242, length: 250 mm, shape optional 1

20 Diagonal cutters 101 - ISO 5749 - H, length optional, insulated to DIN EN 60900 (VDE 0682-
201) 1

21 Combination pliers 303 - ISO 5746, length optional, insulated to DIN EN 60900 (VDE 0682-
201) 1

22 Round nose pliers 202 - ISO 5745, length optional, insulated to DIN EN 60900 (VDE 0682-
201) 1

23 Grip pliers, total length: 250 mm, one-hand operation, 40 mm working range 1
24 Water pump pliers 207 B - ISO 8976 - 250, with quick adjustment 1
25 Pipe wrench DIN 5234 - B 1½ (corner pipe wrench) 1
26 Saw bow B DIN 6473 (metal hacksaw) with 10 spare saw blades 1
27 Lever, curved, min. 400 mm long 1
28 Flat chisel DIN 6453 - 200 or longer, with hand guard 1
29 Standard safety knife with automatic blade retraction as automatic blade safety device 1
30 Roll tape measure (metal) self-retracting, lockable, nominal length: 3 m 1

31 Safety goggles in accordance with DIN EN 166, close-fitting, can be worn in combination with 
the firefighter's helmet, also suitable for spectacle wearers 1
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